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-ULTIMATE CORROSION RESISTANCE 

316 STAINLESS STEEL 
MULTIŒPURPOSE 
WOOD SCREW 

Star 
Drive 

Bugle 
Head 

• Agressive Knurl
  & Threads 
• Type 17 Point 

TER 1911 02 

Scan for Tech Data 

BENEFITS & FEATURES: 
• 316 Marine grade stainless steel for superior interior/exterior corrosion           

resistance with high tensile, torque, and shear strength 
• Deep six lobe star drive recess reduces cam out end load 
• Handles 2X the torque as Phillips or Square Drive 

while extending the life of the bit 
• Under head cutting nibs to aid in self countersinking 
• Aggressive knurl enlarges hole to reduce splitting 

and drag to help draw lumber together 
• Type 17 tip for faster precise starts which eliminate “walking” 

- Provides for easy insertion without pre drilling 
• Aggressive thread for great withdrawal strength 

COMMON USES INCLUDE: 
• Girders • Coastal Area Construction 
• Fencing • Salt Spray Exposure 
• Deck Frames, Deck Boards, • Corrosive Environments Such as: 

and Deck Posts 
- Pool Decks 
- Livestock Conÿnement Operations 

NOTE: Always follow lumber 
• Laminated Beams manufacturer s recommendations. 

Available Sizes • #8 x 1-1/4˜ to #10 x 4˜ 
AVAILABLE DRIVE AND SHANK SIZES: 

T20 ˜#8 / 0.116 IN� 

T25 ˜#9 / 0.130 IN� 

T25 ˜#10 / 0.145 IN� 

DIAMETER / DRIVE LENGTH 

0.116  / T20 1 ¼ – 2 

0.130  / T25 1 � – 3 

0.145  / T25 2 ½ - 4 

MARINE GRADE 316 STAINLESS STEEL 

Compatible with treated lumber, but areas within one mile of saltwater, near 
swimming pools, exposure to corrosive chemicals, or other areas where corrosion is 
more likely to occur, such as livestock conÿnement, using the proper size, grade and 
type of Big Timber Stainless Steel Fasteners should be considered if available. 

TO LEARN MORE ABOUT OUR PRODUCTS GO TO 
53 N. 15TH STREET STE # 1 ‚ BILLINGS, MT 59101 ‚ 1.800.726.4803 BigTimberFasteners.com 

https://BigTimberFasteners.com



